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Subject: Watershed Protection District’s Submittal of Provisionally Accredited
Levee (PAL) Agreement Letters Pursuant to Federal Levee Certification
Program Requirements - Informational Presentation

Recommendation(s):

1. Hear a presentation from Watershed Protection District (District) staff confirming the
submittal of Provisionally Accredited Levee (PAL) Agreement Letters to the Federal
Emergency Management Agency (FEMA) on November 27, 2007 for seventeen
District owned and operated levees in Ventura County evidencing local compliance
with applicable provisions of Title 44, Chapter 1, Section 65.10 of the Code of Federal
Regulations (44 CFR 65.10); and

2. Receive and file the attached report.

Fiscal/Mandates Impact:

The Fiscal Year 2007-08 adopted budgets for Zone Nos. 1 through 3 (there are no levees
proposed for certification in Zone 4) contain sufficient appropriations to cover the District's
costs incurred during the preparation and submittal of the Provisionally Accredited Levee
(PAL) Agreement Letters to FEMA pursuant to the federal regulatory requirements of 44
CFR 65.10. Additionally, sufficient appropriations exist in the District’'s adopted budgets to
cover costs yet to be incurred during this fiscal year. Such costs include but are not
limited to the selection of a qualified engineering consuitant(s) required to perform an
independent certification that the District’'s seventeen levees meet and continue to meet
the minimum design, operation, and maintenance standards of 44 CFR 65.10 of the
National Flood Insurance Program (NFIP). Funds required to compiete the detailed field
inspection; geotechnical engineering and structural integrity verifications by the
independent engineering consultant(s) selected will be programmed in the Fiscal Year
2008-09 and 2009-10 District Zone Budgets. There are no impacts on other departments
associated with the submission of these PAL Agreement Letters to FEMA.
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Discussion:
MEETING THE CRITERIA FOR ACCREDITING LEVEES ON FLOOD MAPS

The Federal Emergency Management Agency (FEMA) is currently in the process of
producing a Flood Insurance Study (FIS) report and Digital Flood Insurance Rate Maps
(DFIRMs) for the County of Ventura. This effort is being undertaken as part of FEMA's
National Flood Map Modernization Program designed to update the existing Flood
Insurance Rate Maps (FIRMs), many of which were produced in the 1970’s, 80’s, and
early 90’s.

Nationwide, FEMA reports that nearly sixty percent (i.e. 56%) of effective FIRMs are at
least 15 years old. By way of comparison and contrast, in Ventura County, 79% of
effective FIRMS are more than 20 years old, 87% are more than 15 years old, and 100%
are more than 10 years old.

Flood hazard information presented on the existing effective FIRM maps and in the FIS
reports prepared at that time was based, in some areas, on flood protection being
provided by levees. Based on the information available and on the mapping standards of
the National Flood Insurance Program (NFIP) in place at that time, FEMA accredited then-
known levees or levee-like situations with providing protection from the base level flood.
The base level flood is defined by FEMA as the flood that has a one-percent chance of
being equaled or exceeded in a given year.

In order for FEMA to continue to accredit levees with providing base flood protection, the
levees must meet and continue to meet the minimum design, operation, and maintenance
standards of 44 CFR 65.10 of the NFIP regulations. (See Attachment No. 1 - Copy of
FEMA’s Fact Sheet entitled: “Requirements of 44 CFR 65.10 - Mapping of Areas
Protected by Levee Systems”).

In accordance with those Federal regulatory criteria, it is the responsibility of the
community or other party seeking recognition of a levee system to provide FEMA with
technically adequate documentation confirming that the levee systems it owns and
operates meets and continues to meet the minimum standards referenced above.
Specifically, the design and construction data provided for a levee system must be
independently certified by either a registered professional engineer or a Federal Agency
responsible for the design of the levee (e.g. United States Army Corps of Engineers).

FEMA has incorporated into the Flood Map Modernization Program schedule a levee
certification process that provides entities such as the District, which own and operate
levee systems, with a two-year block of time to collect and submit the data necessary to
certify the levees while allowing the DFIRM mapping update to continue. (See Attachment
No. 2 — Copy of FEMA’s Fact Sheet entitled: “Meeting the Criteria for Accrediting Levees
on Flood Maps — How-to-Guide for Flood Plain Managers and Engineers”).
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During this two-year time frame, the levees in question will receive a designation as a
Provisionally Accredited Levee (PAL). In addition, FEMA has identified another scenario
specific to levees having known maintenance deficiencies. This scenario allows the
District an additional one-year period of time to correct the known maintenance deficiency
prior to requesting either a PAL designation or submitting a complete 44 CFR 65.10
certification documentation package for such a levee(s).

To take advantage of these opportunities, the District, joined by affected community
representatives, must sign and return to the FEMA Region [X office a letter agreement for
each levee for which the District is seeking either the PAL designation or the one-year
deficiency correction period followed by the PAL designation. Such PAL Agreement letters
had to be received by FEMA no later than November 30, 2007 in order to be effective.

EVOLUTION AND INVENTORY OF SEVENTEEN DISTRICT OWNED AND OPERATED
LEVEES INCLUDED IN PAL AND 1 YEAR MAINTENANCE CORRECTION PERIOD
LETTERS

In an August 31, 2007 letter to the District, FEMA identified potentially sixty (60) levees or
levee-like situations in Ventura County which FEMA had some reason to believe might
provide base-level flood protection to the areas landward of such levees or levee-like
situations. FEMA’s August 31 letter provided the District with the opportunity to seek PAL
designation status for some or all of those sixty levees or levee-like situations while the
District attempts to certify them in accordance with 44 CFR 65.10.

Subsequent to receiving FEMA’s August 31 letter, the District began the process of
seeking additional clarification from FEMA regarding the sixty levee or levee-like
situations identified in that letter. Based on its own Quality Control/Quality Assurance
(QA/QC) efforts, the District identified a total of thirty-four (34) levees or levee-like
situations or DFIRM depictions of levees on FEMA's list for which the District disputes the
current mapping depictions. Four (4) of the levee entries were duplicates, leaving thirty
(30) remaining map depiction entries requiring additional clarification from FEMA.

For the record, it is important to note that the District consulted its historical records of
levee photos, facility inventories, construction as-built drawings, and in some cases,
conducted site inspections to determine the existence of each of these thirty levee-like
situations. To date, nothing in the District's quality control/quality assurance efforts in this
regard show base flood protection being provided by the above-referenced remaining
thirty levees or levee-like situations depicted by FEMA. And in some cases, there is no
physical evidence whatsoever of any levee being present. The latest information received
from FEMA indicates general concurrence with the District's quality assurance-quality
control comments confirming that none of the thirty levee-like situations originally
identified in their August 31% letter meet the minimum certification standards required in
44 CFR 65.10. Accordingly, there is no regulatory basis for submitting documentation
packages for any of those thirty levee-like situations.
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Given the exigencies of time, by necessity the District concentrated its certification
documentation package preparation efforts on the remaining twenty-six (26) levees
previously identified by the District and annotated in the FEMA list. Ultimately, after
carefully reviewing the minimum design, operation, and maintenance standards found in
44 CFR 65.10, and FEMA procedural guidance memos, the District concluded that nine
(9) of those remaining District levees did not meet FEMA’s minimum standards required
for further certification processing. Accordingly, we did not submit PAL Agreement Letters
to FEMA for those nine levees, as well.

However, the District did prepare and submit Two-Year PAL and One-Year Maintenance
Correction Period Agreement letters to FEMA for a total of seventeen (17) District-owned
and operated levees in Ventura County. (See Attachment No. 3 - List Entitled “VCWPD
District Levees Designated for PAL Agreement Letters and Certification Paths.”)

Fourteen (14) of those were straight Two-Year PAL Agreement, and three (3) were One-
Year Maintenance Correction Period Agreement Letters. (See Attachment No. 4 - Copy of
Generic Two-Year PAL and One-Year Agreement Form Letters).

Finally, three (3) of the original sixty levees or levee-like situations contained in FEMA's
August 21 letter list are subject to the jurisdiction of cities (two in Fillmore and one in
Moorpark). Accordingly, pursuant to 44 CFR 65.10, certification documentation
responsibility for those three levees rests with those cities.

PROVISIONALLY ACCREDITED LEVEE AGREEMENT LETTER FORMS

FEMA'’s August 31% letter provided the District with a 90-day period to respond to requests
for PAL designations. The District submitted signed Two-Year PAL and One-Year
Maintenance Correction Period Agreement Letters for these seventeen levees to FEMA
on November 27, 2007.

By endorsing the enclosed PAL Agreement form letter, the District stated its commitment
to provide FEMA all of the documentation necessary to confirm technical certification that
the affected levees met and continue to meet the minimum requirements established in 44
CFR 65.10 evidencing ongoing protection by these levees from a base-year flood event.

FEMA also required a counter signature on the PAL Agreement letter forms from an
authorized representative of communities (i.e. cities and/or county) affected by the
District’'s levee. Countersignatures from those community representatives acknowledge
that they are aware of the District’s efforts to seek a PAL designation for such levees. The
District’s final signed letters submitted to FEMA on November 27, 2007 for each PAL-
designated levee contained the requisite countersignatures from either the County CEO

(or his designee) and/or City Manager (or his designee) of the affected community, as
applicable.
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Beginning September 1, 2007, and continuing for a period of two years from that date
while the PAL letter agreement is in effect, FEMA will proceed with the FIS and mapping
efforts and, per Procedural Memorandum 43, will issue either preliminary, or in some
cases, effective DFIRM maps. For a PAL designated levee, the area landward will be
shown as Zone X, and the levee annotated with a note indicating it's PAL designation
status.

This FEMA mapping depiction will remain until either the submittal by the District of full
certification package documenting compliance with the minimum design, operation, and
maintenance standards found in 44 CFR 65.10, or expiration of the PAL period (i.e. by
September 1, 2009 or by November 29, 2010 for any levees for which the District
submitted a one-year maintenance correction agreement letter prior to submitting a PAL
Letter Agreement).

In addition to requiring a signed agreement for each levee, FEMA also required the
District to submit additional facility indexing and condition information for any levees for
which the District sought a PAL designation. Such information included a copy of the
adopted Operation and Maintenance plan and records of levee maintenance and
inspection, as well as tests of any mechanized interior drainage systems, if applicable.

In general, FEMA required that the operations and maintenance manuals must be
officially adopted and include both an operations plan and a maintenance plan specific to
each facility. Copies of facility operations and maintenance manuals, facility inspection
reports, and documentation of repair and upgrade projects were included in the District's
PAL letter documentation package that was sent to FEMA.

For PAL designation, accreditation, and certification purposes, the operation and
maintenance of a levee system must be under the jurisdiction of a Federal or State
agency, an agency created by Federal or State Law (i.e. the District), or an agency of a
community participating in the NFIP. Specific operating criteria necessary to ensure the
facility functions as designed in a flood emergency must be included.

Specific maintenance criteria necessary to ensure the facility functions as designed in a
flood emergency must also be included in an adopted maintenance plan. The
maintenance plan must document the formal procedure that ensures that the stability,
height, and overall integrity of the levee and its associated structures and systems are
maintained. At a minimum, the maintenance plan shall specify:

¢ The maintenance activities to be performed;

o The frequency of their performance; and

o The person, by name or title, responsible for their performance.

800 South Victoria Avenue = Ventura, California 93009-1600
(805) 654-2001 » Fax (805) 654-3350 « http://www.vcwatershed.org




Ventura County Watershed Protection District Board of Supervisors
December 4, 2007
Page 6 of 7

POTENTIAL LEVEE CERTIFICATION COST IMPACTS ON DISTRICT BUDGETS

At this time, District staff estimates levee certification unit costs ranging from a low of
$100,000 to a high of $200,000 per levee mile. There are thirty-one (31) levee miles
shown on the attached list of seventeen District owned and operated levees. Accordingly,
District staff estimates that fotal levee certification program costs could range from a low
of $3 Million to a high of $6 Million spread over three fiscal years (i.e. FY 07-08, 08-09,
and 09-10).

The District's adopted FY 07-08 budgets for Zone Nos. 1 through 3 included a total of
$1.2 Million in appropriations earmarked for levee certification costs planned to be
incurred during this fiscal year. ‘Such planned levee certification costs included, but were
not limited to, the following:

1) researching the District's “as-built’” drawing files, the “facilities” GIS
database, “permit’ records, and the “mining” of District institutional
knowledge;

2) conducting Quality Control and Quality Assurance (QA/QC) efforts to verify
the information obtained from District records via site inspection of noted
levee or levee-like locations to “ground truth” the data;

3) preparing the documentation packages required for the PAL Agreement
letters for seventeen District levees;

4) ongoing coordination with FEMA; and

5) selection of independent specialized geotechnical and hydraulic engineering
consultant(s) required to certify that these seventeen levees meet and
continue to meet the minimum design, operation, and maintenance
standards of 44 CFR 65.10 of the NFIP regulations.

Actual costs required to conduct the requisite geotechnical field inspections, perform the
required detailed hydraulic engineering analyses, and provide the requisite independent
professional certifications by the specialized engineering consultant(s) selected, as well
as completion of the preparation of the levee certification documentation package by the
September 1, 2009 FEMA deadline (or by November 30, 2010 for any levees for which the
District submitted a one-year maintenance deficiency correction agreement letter prior to

submitting a PAL Letter Agreement), will be programmed in the FY 08-09 and 09-10
budgets, as required.

The District is aggressively seeking non-WPD financing sources to help defray a portion
of the costs of this unfunded, federally mandated, regulatory program. To date, the District
has identified the most likely source of such funds as the State’s Local Levee Grant
Program (LLGP). The LLGP is a recently-developed, competitive grant program to
financially assist eligible local flood control agencies to evaluate local levees (Local Levee

Evaluations — LLE) and to repair and improve local flood control facilities (Local Levee
Urgent Repairs — LLUR).
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The $935 Million portion of the $5.8 Billion Prop 84 Bond proceeds serves as the source
of funds for both of these LLGP grants. DWR advises that $20 Million from this source will
be available statewide for the LLE (the first of two such grant offerings) and $40 Million for
the LLUR (which will be a one-time solicitation). Both types of grants will be offered
competitively to qualified applicants.

SUMMARY

The collection and submittal of the detailed facility data necessary to ensure local
compliance with 44 CFR 65.10 for seventeen District owned and operated levees in
Ventura County has represented a significant expenditure of time and effort by the District
for known levees under our jurisdiction in Ventura County during the current fiscal year.

The District’'s submittal of Two-Year PAL and One-Year Maintenance Correction Period
Agreement Letters to FEMA on November 27, 2007 for a total of seventeen District-
owned and operated levees evidenced local compliance with the PAL designation request
portion of the un-funded, federally mandated levee certification regulations contained in
44 CFR 65.10. Additionally, the District is aggressively seeking available non-WPD
financing to help defray the cost incurred by it in certifying these levees in compliance with
applicable federal regulations. Hopefully, our efforts to augment scarce local property
taxes as the source of funding for this project will be successful.

We will keep the Watershed Protection District's Board of Supervisors apprised of key
developments in this matter and seek board consuitation and policy confirmation, as
required. The Auditor-Controller’s Office, County Executive Office, and County Counsel
have reviewed this item.

If you have any questions regarding this item, please contact me directly at 654-2040, or
t Gerard Kapuscik, the District’s Project Manager directly at 648-9284.

No. 1 - “Requirements of 44 CFR 65.10 - Mapping of Areas Protected by Levee Systems”

No. 2 — “Meeting the Criteria for Accrediting Levees on Flood Maps — How-to-Guide for
Flood Plain Managers and Engineers”

No. 3 - “VCWPD District Levees Designated for 2-Year PAL and 1-Year Maintenance
Correction Period Agreement Letters and Cetrtification Paths.”

No. 4 — “Copy of 2-Year PAL and 1-Year Maintenance Correction Period Agreement Letter
Template Forms”
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A levee is a manmade structure,
usually an easthen embankment,
designed and constructed in
accordance with sound engineering
practices to contain, control, or
divert the flow of water 50 as to
provide protection from temporary
flooding. Levees include
floodwalls and other flood-control
structures (not incleding dams),

As pan of the countywide flood
mapping pro<ess, the Department
of Homeland Secunity, Federal
Emcrgeney Management Agency
(FEMA) and its State and local
mapping partners need 10 review
data associated with levees.

It is the levee owner’s or
COmMmMuBity's Tesponsibility 10
provide data and documentation to
demonstrate that a levee meets the
requiscments of the National Flood
Insurance Program (NFIP) as
described in Tide 44, Chapter 1,
Section 63.10 of the Code of
Federal Regulations {44 CFR
Section 65.10) which you may
view on FEMA’Ss Weh site at
www_fema gov/plan/ prevent!
fhm/ly_fpm.shim.

To be recognized as providing
protection from the I-percent-
annual-chance flood on Flood
Insurance Rate Maps (FIRMs),
levee svstems must meet gnd
vontinue to meet the minismum
design, operation, and maintcnance
standards of 44 CFR Section 65.10
of the NIIP regulations.

To help clanify the responsibilities
of community efficials, levee
owners, or other partics secking
recognition of a levee for
providing informatica on levees
identified during 2 mappinyg
project. FEMA issued Procedure
Memorandum No. 394 (PM 34),
buerim Gindance for Siies
Dncluding Levees, on

Augosi 22,2003, PM 34 provided
clanfication of the existing
procedures, which were provided
m Appendix H of FEMA's
Guidehines and Specificanons for
Flood Hazavd Mappive Paviners.

FEMA issved Revised Procedure
Memorandum No. 343, Guidelines

Jor tdentifving Provisionaliv

Aecredited Levees, on March 16,
2007, which will altow mapping
contractors and partners to issue
prelimimary and, in some cases,
effective flood maps while
commumties and levee owners are
compiling and submitting the full
documentation necessary to show
comphance with 44 CFR Section
65.10 requirements.

This document provides
information regarding what types
of information you'll need 10
submit during the mapping process
for your levee to be recognized as
providing protection on FIRMs,
including a checklist and an index
of further resources vou may wish
to consult.

COMMUNITIES WIiTH
OULD KNOW
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HOW WILL FEMA MAP LEVEES?

FEMA s mapping requirements ate designed to provide the people living and working behind the levee with appropriate
risk information so that they may minimize damage and loss of life. It is important to note that FEMA does not evaluate
the performance of a levee—this is the responsibility of the levee owner, FEMA is responsible for establishing mapping
standards and risk determination zones and reflecting these determinations on flood maps.

Levee Accredited on FIRM

An accredited levee is a levee that FEMA shows on a FIRM
as providing protection from the |-percent-annual-chance or
grzater food. This determination is based an the submittat of
data and documemtation as required by the NFIP regulations.
The area landward of an accredited levee ts shown as Zone X
{shaded) on the FIRM except for areas of residual flooding,
such as ponding arcas, which will be shown as Special Flood
Hazard Arca. Flood insurance is not mandatory in Zone X
{shaded); however, it is strongly encouraged for all structures
in arcas behind levees.

Provnsnonally Accredited Levee (PAL)

APALisa dcsmnatmn for a levee that FEMA has prev lou¢.lv
accredited with providing 1-percent-annual-chance flood protection
on an ellectuve FIRM. and for which FEMA is awaiting data and‘or
documentation that will show the Jevee's compliance with NFIP
regulations, Before FEMA will designate a levee as a PAL, the
community or levee owner will need to sign and return an
agreement that indicates that documentation required for
comptiance with 44 CFR Section 65.10 of the NFIP regulations will
be provided within a specified timeframe., depending upon the
levee’s status. Flood insurance is not mandatory for structures
behind a levee with provisional status however, it is strongly
encouraged.

Levee Not Accredited or De-accredited on FIRM

If the levee is not shown as providing protection from the
1-percent-annual-chance flood on an effective FIRM, the lcvee is
considered “not accredited’” and is mapped as Zone AE or

Zone A, depending upon the type of study performed for the area.
If the levee was previously shown providing protection from the
1-percent-annual-chance flood on an effective FIRM but does not
mcet the Provisionally Accredited Levee (PAL) requirements or
is no longer eligible for the PAL, FEMA will “de-accredit™ the
levee and the area Jandward of ihe levee will be remapped as
Zone AE or Zone A (high-risk flood zones) depending on the
type of study performed for the area. Flood insurance will be
reguired for structures with a federally backed mortgage.
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Desin Criferia®
Description: For levees to be recognized by FEMA, evidence that adequate design und operation and maintenance

systems are in place to provide reasonable assurance that protection trom the base flood exists must be provided. The
following requirements must be met:

¥Freeboard. Minimum freeboard required 3 feet above the Base Flood Elevation (BIE) all along
length, and an additional 1 foot within 100 feet of structures {such as bridges) or wherever the flow 15
- restricted.  Additional 0.3 foot at the upsiream end of levee. Coastal levees have special freehoard

requirements (see 635, 1IXb)} 1 jiii) and (v)).

- Closures. All openings must be provided with closure devices that arc structural parts of the system
during operation and designed according to sound engiaeciing pracrice.

Embankment Protection. Engineenng analyses must be submitted thut demonsbate that no
appreciable erosion of the levee embankmunt van be eapected during the base flood, as a result of cither

. currents or waves, and that anocipated erosion will net result in fatlure of the levee embankment or

foundation directly or indirectly through reduction of the seepage path and subscquent wstabiliny

Embankment and Foundation Stability Analyses. Engincering analyses Lthat evaluate Jevee
embankment stability piust be submitted.  Jhe analyses provided shall €valuate expected secpage

during loading condilions associated with the base flood and shall demonstrate that seepage tato or
. through the kevee foundation and embankment will not jeopardize embankment or foundation stability.
An altermative analysis demonstrating that the levee is designed and construcied for stability against
loading conditions for Case 1V as dedined in the U.S. Anny Corps of Engineers (USACE) manual,
Design and Conssruction of Levees, (EM 111-2-1913, Chapter 6, Section 11}, may be used.

Settlement Analyses. Enginecring analyses must be submitted that assess the potential and magnitude
of future Josses of freeboard us a result of Jevee settlement and demaonstrate thal freeboard will be

maintained. This analysts must address cmbankment loads, compressibility of embankment soils,
. compressibility of foundation soils, age of the levee system, and construction compaction methods. in
addition, detailed setticment analysis using procedures such as those described in the USACE manual,
Soil Mechanics Design- - Settlement Anaivsiv (EM 1100-2-1904), must be submitted.

Interior Drainage. An analysis must be submitted that identifies the source(s) of such Dooding, the
extent of the flooded area. and, if the average depth is greater than one foot, the water-surface

. elevation(s) of the base tlood. This analvsis must be based on the joint probability of interior and

exterior flooding and the capacity of facihues {such as drainage lines and pumps) for evacuating

interior floodwaters,
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" Operation Plan* _ Section of the NFIP Regulations: 65.10(c)(1) . .

Description: For a levee system to be recognized, the opérational eriteria must be as described below. All closure
devices or mechanical systems for internal drainage, whether manual or automatic, must be operated in accordance with
an officially adopted operation manual, a copy of which must be provided to FEMA by the operator when levee or
drainage system recognition is being sought or when the manual for a previously recogmized system is revised in any
manner. All operations must be under the jurisdiction of a Federat or S1ate agency, an agency created by Federal or State
law, or an agency ol a community participaiing in the NFIP,

Flood Warning System. Documentation of the flood waming system. under the jurisdiction of
Federal, State, or communtty officials that will be used to trigger emergency operation activities: and
demenstration that sufficient flood waming time exists for the completed operation of ull closure
structures, includimy necessary sealing, before floodwaters reach the base of the closure.

Plan of Operation. A formal plan of operation including specific actions and assignments of
responsibilily by mdividual name or title.

Periodic Operation of Closures. Provisions Jor periodic operation. at not less than one-vear
intervals, of the closure structure for testing and training purposes.

Interioy Drainage’
Plin

Interior Drainage Plan. Sce below,

Section of the NFIP Regutations: 62 10¢c3( 2}

Description: Interior drainage systems associated with levee systems usually include storage arcas, gravity outlets,
pumping stations, or a combination thereof. These drainage systems will be recognized by FEMA on NFIP maps for
flood protection purposes only if the following minimum critenia are included in the operation plan.

I Checklist for Intevior Drainage Plan:

Flood Warning System. Documentation of the flood warning system, under the jurisdiction of
Federal, State, or community ofticials that will be used to trigper emergency operation activities; and

demounstration that sufficient flood warning fime exists to permit activation of mechanized portions
of the drainage system.

Plan of Operation. A formal plan of operation including specific actions and assignments of
responsibility by individual name or title.
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. Manual Backup. Provision for manual backup tor the activation of avtomatic systems.

Periodic Inspection. Provisions for periodic inspection of interior druinage systems and periodic
aperation of any mechanized portions for testing and training purposes. No more than 1 year shall
clapse between either the inspections or the operations.

Maintenunce D section of the NTEP Reculations: 65, 10{(d)
Plan i

Description: For levee systems to be recognized as providing protection from the base flood, the maintenance criteria
must be as described herein:

C Checkdist for Maintenance Plan:

Levee systems must be snaintained in accordance with an officially adopted maintenance plan, anda
. copy of this plan must be provided 1o FEMA by the owner of the levee system when recopnition is
being sought or when the plan for a previeusly recognized sysiem is revised in any manner.

created by Federal or State law, of an agency of a commumity parnicipating in the NFIP that must

. Al maintenance activities must be under the parisdiction of a Federal or State agency, an agemcy
assume pliumate responsibihity for mainienance.

This plan must document the lormal procedure that ensures that the stability, height, and overall
- integrity of the levee and its asseciated structures and systems are maintained. At a minimum, the

plan shall specity the maintenance activities to be perfasmed. the frequency of their performance, and
the person by name or title responsible for their perfonmance.

‘Certification  Section of the NFIP Regulati

Description: Data submitted to supporni that a given levee system complics with the struciural requirements set forth in
“Design Criteria™ (paragraphs {b)X( 1) through ( 7) of the regulations) must be certified by a registered PE. Also, certified
“as-built” plans of the levee must be submiticd. Certifications are subject to the definition given in Section 65.2 of the
NFIP regulations. In Lieu of these structural requirements, a Federal agency with responsibility for levee design may
centify that the Jevee has been adequately designed and constructed to provide protection against the base flood.

Checklist for Certification Requirement:

. All data submitted is certifted by Professional Engmeer or certified by a Federal agency.

. Certified as-built levee plans are included in the subimutal.
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A NOTE ABOUT RISK AND
FLOOD INSURANCE
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CHECKLIST INFORMATION

The checklist provided in this publication is meant to assist local officials and
levee owners in gathering the documentation that will be required for FEMA
1o show a Jevee as providing basce flood protection on the community's FIRM.
Where possible. text from the actual NFIP regulations {44 CFR Secuon 65.10)
was used.

The checklist is set up according to the appropriate paragraph of 65.10. For
example. Design Criteria can be found in Paragraph 63.10(h):

Design (riteria” Sectien of the FEAYA Regulations: 65,1000

Descrigtion: Forlevees 1o be recognized by FEMA, evidence that adequate design
end operstian nd mantenmncs systems are in place to provide reasonsble
aspaace the protection from the base Bood exnsts must be provided. The

followang requitements must be met.:
L AR ——

For a comprehensive description of each item in this checklist, please see
Appendix H ot the Guidelines and Specifications for Flood Huzard Mapping
Puarmers. Locations of this resource. and other usetul resources, are provided
helow.

INDEX OF RESOURCES

This resource, and other levee-related information and materials, can be found
at www.fema. gov/plan’prevent/thmilv_intro.shtm. -~

Proccdure Memorandum No. A3, Iimerim Guidance jor Studies Including

Levees, can be found at www fema gov/plan‘prevent/fhmvlv_fpm.shtm.

Revised Procedure Memorandum No. 43, Guidelines for Identifving
Provisionally Aceredited Levees, can be found at
www.fema.gov/plan/prevent/fhim/lv_fpm shim.

Appendix B of the Guidelines and Specifications for Flood Hazard Mapping
Puriners can be downloaded at www.fema.gov/plan/prevent/thmidl_cgs.shim.

44 CFR Section 63.10 of the NFIP regulations can be downloaded at
www ferma goviplan/prevent/fhmitv_fpm shim.

Flood insurance information can be found at www. fema.eov/business/nfip or
on the NFIP’s consumer site, www FloodSmart. gov.
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